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Backer Rod and Sealant

L___DuROCK One-Step
Brown Coat

L___DuROCK One-Step
Scratch Coat

Metal Lath
(Mechanically fastened
to wood strapping)

Sheathing Membrane

* Wood Sheathing

DuROCK Finish Coat

Metal Plaster Stop

DuROCK STUCCO-PLUS

FOR SHEATHING SUBSTRATES

This detail complements the corresponding
system specification and illustrates the

DRAWING TITLE:

WINDOW JAMB
(PLAN DETAIL)

system configuration for the depicted
construction. Visit www.durock.com for the
latest revisions and contact DUROCK for
project-specific details to suit conditions
other than those depicted. DUROCK
assumes no liability for the architecture,
design, engineering, or workmanship of
any project.
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L___DuROCK One-Step
Scratch Coat

L___DuROCK One-Step
Brown Coat

L Metal Lath
(Mechanically fastened
to wood strapping)

Sheathing Membrane

* Wood Sheathing

Metal Control Joint

DuROCK Finish Coat

DuROCK STUCCO-PLUS

FOR SHEATHING SUBSTRATES

This detail complements the corresponding
system specification and illustrates the

DRAWING TITLE:

CONTROL JOINT
(PLAN DETAIL)

system configuration for the depicted
construction. Visit www.durock.com for the
latest revisions and contact DUROCK for
project-specific details to suit conditions
other than those depicted. DUROCK
assumes no liability for the architecture,
design, engineering, or workmanship of
any project.
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* Wood Sheathing

* Sheathing Membrane

Metal Lath

(Mechanically fastened to wood sheathing)

DuROCK One-Step Scratch Coat— .|

DuROCK One-Step Brown Coat

DuROCK Finish Coat

Metal Plaster Stop

* Backer Rod and Sealant

* Metal Flashing

Minumum 200mm (8")
clearance required
above grade level
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DuROCK STUCCO-PLUS

FOR SHEATHING SUBSTRATES

DRAWING TITLE:

TERMINATION AT GRADE

This detail complements the corresponding
system specification and illustrates the
system configuration for the depicted
construction. Visit www.durock.com for the
latest revisions and contact DUROCK for
project-specific details to suit conditions
other than those depicted. DUROCK
assumes no liability for the architecture,
design, engineering, or workmanship of
any project.
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* Wood Sheathing

Y

* Sheathing Membrane

Metal Lath

(Mechanically fastened to wood sheathing)

DuROCK One-Step Scratch Coat— |

DuROCK One-StepBrown Coat— |

DuROCK Finish Coat

S R

Metal Plaster Stop

* Backer Rod and Sealant

* Metal Flashing

* Sealant under the flashing drip edge

Metal Plaster Stop

(* by others)
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DuROCK STUCCO-PLUS

FOR SHEATHING SUBSTRATES

DRAWING TITLE:

HORIZONTAL
EXPANSION JOINT

This detail complements the corresponding
system specification and illustrates the
system configuration for the depicted
construction. Visit www.durock.com for the
latest revisions and contact DUROCK for
project-specific details to suit conditions
other than those depicted. DUROCK
assumes no liability for the architecture,
design, engineering, or workmanship of
any project.
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* Wood Sheathing

* Sheathing Membrane

Metal Lath

(Mechanically fastened to wood sheathing) _
DuROCK One-Step Scratch Coat -
DuROCK One-Step Brown Coat -
DUROCK Finish Coat :g

Metal Plaster Stop ! /

Minimum 50mm (2")

* Flashing
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* Roof membrane

* Roof Shingles
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