DuROCK PUCCS EIFS Plulcicls)

Pressure-Utilized Compartmented Cavity System

Exterior Insulation Finish System
for Low Rise Residential Construction

* Window

* Backer Rod and Sealant (vented)

Polar Bear applied into rough opening —

Seal drainage cavity with base coat—]

or adhesive

Wrap Insulation edge with —]

mesh-reinforced base coat

* Decorative moulding ——

DuROCK PUCCS, EPS Insulation Board —|

* Wood Sheathing —|

* Metal Flashing

PUCCS-LRRC (03)
WINDOW SILL WITHOUT FLASHING

* Backer Rod and Sealant (vented)

Polar Bear applied into rough opening —|

Wrap Insulation edge with —]

mesh-reinforced base coat

* Decorative moulding ——

DuROCK PUCCS EIFS —

(* by others)

Alfacing International Limited

101 B-ROYTEC ROAD, WOODBRIDGE, ON. L4L 8A9
TEL: (905) 856-0133, FAX: (905) 856-9654
www.durock.com

ARCHITECTURAL FINISHING SYSTEMS

PR AR

PUCCS-LRRC (04)

WINDOW SILL WITH METAL FLASHING

PUCCS-CHRC
This detail complements the corresponding system specification and illustrates the Last revise: Jan 2019
system configuration for the depicted construction. Visit www.durock.com for the Issued: Mar 2006
latest revisions and contact DUROCK for project-specific details to suit conditions
other than those depicted. DuRock assumes no liability for the architecture, design, 03 - 1 2
engineering, or workmanship of any project.
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